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1 AR 4400 Standard Mark Fields

Orientation in Web Running Direction

4 Printing Colors

5 Printing Colors

6 Printing Colors

Web Running Direction

7 Printing Colors

Dot Diameter:

Orientation Across the Web Running Direction

5 Printing Colors4 Printing Colors 7 Printing Colors6 Printing Colors

Web Running Direction

Standard: 1.0 mm
Optional:  0.5 mm / 1.5 mm / 2.0 mm

R = Reference Mark (Key Color)

1.1

1.2
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2 Mark Field Variants

2.1 AR 400 Mark Field

Up to 8 Printing Colors

Web Running Direction
R = Reference Mark (Key Color)

AR 400 Mark Field

Dot Diameter:
Standard: 1.0 mm
Optional:  0.5 mm / 1.5 mm / 2.0 mm

2.1.1

2.2 eltromat Mark Field

eltromat Mark Field

eltromat-180 Mark Field

Web Running Direction

Web Running Direction

Up to 8 Printing Colors

R = Reference Mark (Key Color)
Dot Diameter = 1.0 mm

Up to 8 Printing Colors

R = Reference Mark (Key Color)
Dot Diameter = 1.0 mm

2.2.1

2.2.2
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2.3 Multi Mark Field

Multi Mark Field 2/30/9 - for up to 9 Printing Colors

Mark Field Design

Multi Mark Field 2/32/7 - for up to 7 Printing Colors

Multi Mark Field 2/36/11 - for up to 11 Printing Colors
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non-printed

Subfield 3

max. 40 mm non-printedmax. 40 mmmax. 40 mm

Subfield 2Subfield 1

Web Running Direction
Standard: 1.0 mm
Optional:  0.5 mm / 1.5 mm / 2.0 mm

Dot Diameter:

R = Reference Mark (Key Color)

2.3.1

2.3.2

2.3.3
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Multi Mark Field 2/40/9 - for up to 9 Printing Colors

Multi Mark Field 3/36/7 - for up to 7 Printing Colors

Multi Mark Field 2/35/12 - for up to 12 Printing Colors

Multi Mark Field 3/30/12 - for up to 12 Printing Colors

Multi Mark Field 3/40/10 - for up to 10 Printing Colors

2.3.4

2.3.5

2.3.6

2.3.7

2.3.8
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2.3.9 Multi Mark Field 3/40/12 - for up to 12 Printing Colors

2.3.10 Multi Mark Field 3/30/9 FtBR - for Front to Back Register Control


	1 AR 4400 Standard Mark Fields
	2 Mark Field Variants
	2.1 AR 400 Mark Field
	2.2 eltromat Mark Field
	2.3 Multi Mark Field


