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AR 4400 TWINStar regi_star 20 regi_star 20 PRO

Applications Offset and narrow 
web flexo, tools

Gravure, flexo, 
offset, screen, 

tools

Gravure, flexo, 
offset, screen, 

tools 

Printed electronics, 
organic printing

Max. web speed 400 m/min 1.200 m/min 1.200 m/min 60 m/min

Format length (mm) 25 - 1.300 50 - 6.000 50 - 6.000 50 - 1.500

Number of controls 20 2 20 20

Sensor variants AR 4400 matrix 
camera

RSH fiber optic 
(ATEX)

RSH fiber optic 
(ATEX),

RSH UV (no ATEX),
RSC matrix camera

RSC high precision 
matrix camera

Measurement accuracy max. +/- 5 µm max. +/- 10 µm max. +/- 5 µm max. +/- 2 µm

Operation in explosion 
prove areas - 


with RSH fiber 

optic
-

Detection of metalized 
marks -   -

Detection of UV marks - -  -

Front to back register    -

Insetter -   -

Intermitted printing  -  -

Block adjustment  - - -

Gate tracking    

Measurement types web-web, 
web-cylinder

web-web, 
web-cylinder

web-web, 
web-cylinder

web-web, 
web-cylinder

Various adjustment 
speeds -   

Automatic sensor 
tracking - -  -

Semiautomatic 
presetting -   -

RegiChart - register trend 
graph    

External operating panel -  
regi_commander

 
regi_commander -

Interfaces CAN, Ethernet PROFINET PROFIBUS, 
PROFINET

PROFIBUS, 
PROFINET

Main operation touchscreen touchscreen touchscreen, 
keypad touchscreen


