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POWERScope 
5000 PROView S PROView L iPQ-View

Smart Register -   

Smart Register PRO 
(based on microdots) -   

HazeGuard -   

UV flash -   

Varnish flash -   

Backside illumination -   

Front to back -   

Relative color monitoring -   

Code reading - - - 

Code grading - - - 

Digimarc - - - 

Function

Integration into 
inspection (iPQ-Center) - - - 

Multitouch monitor 21,5“ 22“ 22“ 23“ / 32“

Additional monitors    

Position memory    

Image rotation    

Split screen    

Virtual repeat -   

Screenshot gallery -   

Snapshot gallery -   

Job storage -   

Sample inspection (SIS) - - - 

Defect protocol 
(event logger) - - - 

Status message 
for defects - - - 

Waste indictor - - - 
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POWERScope 
5000 PROView S PROView L iPQ-View

FOV 
(field of view, mm)

13 x 9,7
100 x 75

12,5 x 9,4
125 x 94

13,75 x 10,3
225 x 169 225 x 169

Zoom function 7x (digital) 10x 16x 16x

Housing size 
(W x H x D, mm) 103 x 143 x 282 141 x 228 x 386 250 x 400 x 550 250 x 400 x 550

Web speed m/min 
(max.) 1.000 1.000 1.000 1.200

Web width mm 
(min to max) 180 - 2.350 200 - 3.050 200 - 3.050 300 - 2.850

Amount cameras 1 1-2 1-2 1-2

Traversing length  
(mm) 300 - 2.500 300 - 3.500 300 - 3.500 up tp 2.850

Traversing speed 200 mm/s 250 mm/s 250 mm/s 250 mm/s


