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// Product Sheet FRAMEGuide Pro M

Picture FRAMEGuide Pro M with optional motorized sensor positioning

IMPURITY
FREE

Characteristics

= High-precision version of the modular, highly compact rotating frame guide for the highest demands

on guiding accuracy including sensor technology and actuator

= Innovative design for lowest overall height and flexible installation, enables easy installation even

if space is restricted

= Convenient installation, wiring and commissioning
= Highly dynamic brushless actuator with backlash-minimized components and integrated position

feedback for precise and almost instantaneous correction of the web position
= Guiding rollers with precision bearings for extremely smooth running and low breakaway torque
= Various sizes allowing optimum adaptation to the individual application

Dimensional Drawing FRAMEGuide Pro M
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Special sizes on request

Intended Use
The FRAMEG

4 BST

uide Pro M is a micropro-

cessor-controlled web guiding system in-
cluding sensor technology and actuator.
The web guiding system can be used for

web edge guid

ing (left or right web edge),

web center-line guiding as well as line,
contrast or object guiding. The web guid-

ing system F
tended for th
machine or for

RAMEGuide ProM is in-
e installation in another
the merge with other ma-

chines to a machine in accordance with
Council Directive 2006/42/EC (Machinery

Directive).

Options
= Web edge

and web center-line

guiding (with two edge sensors)
= Line, contrast, object guiding

= Manual fine

adjustment for one or two

edge sensors

= Motorized sensor positioning incl. web
width measurement with fixed or
variable web center-line

= Various roll
request

er coatings available on

Mounting Positions

All mounting p

Compatibility

ositions are suitable.

The FRAMEGuide Pro M web guiding
system can be operated with the follow-
ing BST web guiding controllers:

= ekr CON 60

0, ekr CON 600 net

Technical Data

Mechanical Data

Positioning Speed max. 10 mm/s
Web Speed max. 1,000 m/min
Web Tension max. 1,000 N
Web Position Error  |max. £ 40 mm
Repeatability max. = 10 um

Electrical Dat

a

Supply Voltage

24V DC+10 %

Power Consu

max. 5 A

mption

Operating Co

nditions

Ambient Temperature

0...+50°C

Air Humidity

5...90 %
(no condensation)

Conformities

C€

. RoHS
Wiy compliant
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